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SPECIFICATIONS

THE FUTURE OF EFFICIENT CROP ESTABLISHMENT

The trailed drill utilises our proven technology to excel in direct, 
min-till and conventionally prepared seedbeds.

The Eco M’s layout, with tine assemblies spread over three rows and
750mm between assemblies on the same row, allows for superb 
trash flow.

The land wheels are positioned between the first and second row, 
with space for a wide footprint, low ground pressure 600/40-22.5 
tyre. This forward position of the land wheels provides excellent
manoeuvrability both in-field and when on the road.

A two tonne hopper located at the front of the drill allows for a 
higher output, while also facilitating fertiliser placement when the
option is selected.

Users will find the same low weight per metre ratio as the larger
models, which in turn leads to less compaction and a minimum
horsepower requirement of just 20 – 25hp/m. 

Detailed CAD modelling and intensive stress analysis has produced 
a robust machine, requiring minimal maintenance and providing
maximum output for a more profitable production regime that’s also
good for the environment.

OPTIONAL EXTRAS

• Following harrow
• Blockage sensors
• Cutting discs for cover crops
• 2nd motor for seed and

fertiliser application

• Half drill shut off
• Bout markers
• Pre emergence markers
• Stocks applicator
• Rear facing camera

Working width 3m 4m 4.8/5m 6m 8m

Daily output 25ha 35ha 45ha 55ha 70ha

Minimum power requirement 60 – 75hp 80 – 100hp 100 – 125hp 120 – 150hp 160 – 200hp

Weight 3,500kg 4,250kg 4,750kg 5,250kg 6,250kg

Transport width 2.98m

Transport height 3m 3m 3m 3m 3.85m

Length 7.8m

Number of coulters/tines 24 32 38 48 64

Drilling depth Adjustable from 0 - 100mm

Clearance 750mm between tine assemblies

Row spacing Adjustable from 5”-10” for cereals (12.5cm-25cm) or up to 20” (50cm) for OSR

Hopper capacity 2t

Tyres 600/40-22.5

Seed and fertiliser Optional

Available in widths from 3m – 8m, the Eco M is suited to a wide variety of farms and the ideal
choice for those wanting to try direct drilling for the first time.
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THE FUTURE OF EFFICIENT CROP ESTABLISHMENT

ECO M
The medium sized drill that offers massive versatility

Low cost: Just 20/25hp required per metre

Versatile: One of the only drills of its type to provide variable 
row spacing as standard 

Eco friendly: Narrow tines create less disturbance – 
protecting the natural structure of the soil 

Efficient: Single pass establishment with a power requirement 
of just 20hp/m increases margins drastically

Accurate: Parallel linkages ensure consistent depth control in 
all conditions 

Precise: Easily incorporated into Control Traffic Farming (CTF) 

Reliable: Tried and tested control and metering systems from 
RDS and Accord give peace of mind that application 
rates are consistent and concise 

www.daledrills.com
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