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With a minimum power requirement of 25-30hp a metre, it means
just 300-360hp is needed to operate a 12m wide drill. Trials have
shown fuel consumption to be in the region of just 5l/ha, which
combined with an average output of 10ha/hr provides significantly
low cost establishment.

Our tried and tested technology has been slightly modified, with the
assemblies stretched to increase the gap between the front and rear
tines to 1,550mm. This extra space improves trash flow, ensuring
the Eco XL keeps going in all but the most difficult of conditions.

The drilling assemblies are mounted on a robust trailed chassis
fitted with caster wheels to help stabilise wider drills. A minimum
four tonne hopper is fitted to the rear of the drill allowing for easy
filling and calibration. 

The Eco XL chassis is designed to fold down to under 3m wide and
4m high, making transport a much easier process. 

The wider widths of the Eco XL make it ideal for those interested in
Controlled Traffic Farming (CTF), keeping compaction to an absolute
minimum, reducing production costs and increasing yields through
minimal disturbance and improved soil health.

Working width

Daily output

Minimum power requirement 

Weight

Transport width
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Number of coulters/tines

Drilling depth 
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Row spacing

Hopper capacity 

Tyres

Seed and fertiliser

SPECIFICATIONS

• Following harrow
• Blockage sensors
• Cutting discs for cover crops
• 2nd motor for seed and

fertiliser application
• Bout markers

• Pre emergence markers
• Stocks applicator
• Rear facing camera
• Lower link arm connection
• 3m sectional control

THE FUTURE OF EFFICIENT CROP ESTABLISHMENT

OPTIONAL EXTRAS
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THE FUTURE OF EFFICIENT CROP ESTABLISHMENT

ECO XL
Extra large drilling for even bigger output

Low cost: 
Unique: 

Versatile: 

Huge clearance: 
Accurate: 

Precise: 

Long lasting: 
  Monitoring:

www.daledrills.com
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Just 25/30hp required per metre

Only direct drill on the market with 
adjustable row spacing down to 12.5cm

Can be used in direct, min-till and
convential seedbeds
750mm between tines

Parallel linkages ensure consistent depth
control in all conditions

Easily incorporated into Control Traffic
Farming (CTF) systems

Tungsten carbide tipped boron steel tines

RDS control system links into tractor GPS
for variable seed rate on the move
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The award winning Eco XL has been developed to meet increasing demand from large farms and 
contractors.  Available in widths from 8m – 13.5m, the Eco XL offers high output, low cost, 

simple drilling, directly into uncultivated stubbles, min-till and conventional seedbeds.

With a minimum power requirement of 25-30hp a metre, 
it means just 300-360hp is needed to operate a 12m wide 
drill. Trials have shown fuel consumption to be in the region 
of just 5l/ha, which combined with an average output of 
10ha/hr provides significantly low cost establishment.

The robust trailed chassis of the Eco-XL allows for easy 
access to the 6t (standard) hopper for filling and calibration. 
The toolbar following the hopper is fitted with our proven 
Eco-Drilling assemblies, mounted around low ground 
pressure land wheels and wing stabilising wheels. This layout 
has been engineered to transfer weight from the drills land 
wheels to the drilling assemblies packer wheels when in 
work. 

The Eco XL chassis is designed to fold down to under 3m 
wide and 4m high, making transport a much easier process.
 
The wider widths of the Eco XL make it ideal for those 
interested in Controlled Traffic Farming (CTF), keeping 
compaction to an absolute minimum, reducing production 
costs and increasing yields through minimal disturbance and 
improved soil health.

8m

60ha

200 - 240hp

8,000kg

3m

64

9m

70ha

225 - 270hp

9,000kg

3m

72

10m

80ha

250 - 300hp

9,600kg

3m

80

3.95m

11m

 

100mm

750mm
Adjustable from 5”-10” for cereals (12.5cm-25cm) or up to 20” (50cm) for OSR

6t (optional up to 8t)

710mm wide low ground pressure tyres

Optional

We reserve the right to change spec without prior notice.

12m

100ha

300 - 360hp

10,750kg

3m

96

13.5m

120ha

330 - 400hp

12,000kg

3m

108

(approx.)


